PRE-DIVE CHECKS


*REMEMBER: THE 1ST TIME YOU GET COMPLACENT AND FAIL TO DO YOUR PRE-DIVE CHECKS COULD BE YOUR LAST!!

FILL O2 / DILUENT CYLINDERS AND ANALIZE GASSES

CHECK / VERIFY SUFFICIENT CARTRIDGE LIFE REMAINING

CHECK / VERIFY ALL CANISTER  “O”  RINGS SERVICABLE,  IN PLACE AND LUBED

INSPECT HARNESS / BCD / COUNTERLUNGS / BREATHING HOSES AND FITTINGS FOR DAMAGE OR WEAR

CHECK ONE WAY VALVES IN MOUTHPIECE

ASSEMBLE UNIT AND VERIFY GAS FLOW RUNS CLOCKWISE

TURN DILUENT VALVE ON FULLY

TURN O2 VALV ON SLOWLY THREE, ½ TURNS

VERIFY SUFFIECIENT O2 / DILUENT CYLINDER PRESSURES

CHECK INTERMEDIATE  PRESSURES

BREATHE FROM / CHECK FUNCTION OF DILUENT OC BAILOUT

BREATHE FROM / CHECK FUNCTION OF O2 BAILOUT IF FITTED

CHECK OPERATION OF MANUAL DILUENT INFLATE

CHECK OPERATION OF MANUAL O2 INFLATE

CHECK OPERATION OF WING  INFLATE / DEFLATE AND ALL DUMP VALVES

CHECK AUTOMATIC VENTING OF COUNTERLUNG OVERPRESSURE RELIEF VALVE IN MIN. POSITION 

CHECK AUTOMATIC VENTING OF COUNTERLUNG OVERPRESSURE RELIEF VALVE IN MAX POSITION.

PERFORM POSITIVE PRESSURE LOOP TEST

PERFORM NEGATIVE PRESSURE TEST

TURN PRIMARY WRIST UNIT ON – VERIFY OPERATION OF SCREEN AND SOLENOID FIRES AND SENSORS 
CHECK / VERIFY SUFFICIENT BATTERY LIFE REMAINING

TURN SECONDARY ON - VERIFY OPERATION OF SCREEN AND SENSOR READINGS AND HEADSUP DISPLAY
CHECK / VERIFY SUFFICIENT BATTERY LIFE REMAINING

CALIBRATE UNIT NOW?
PLACE PRIMARY TO APPROPRIATE SET POINT AND PREBREATHE UNIT

PERFORM BUDDY CHECK

DISCUSS / EXPLAIN TO OC BUDDIES: DILUENT FLUSH, O2 VALVE, BAILOUT AND MANUAL INFLATE 

